
Cora Dutton Road 

Addendum #1 

 15‐16‐008 

C.  Option if Funding is Available.  Bid Price to be for the Third Penetration Layer only. 

BITUMINOUS TRIPLE CHIP SEALING with Prime Coat 

 

Contractor shall apply bituminous Third Layer of chip sealing, tack oil and sweep roadways on the 
following roads; 

Cora Dutton Road Section One 
Total Length is 0.70 miles = 9,856 Square Yards approximately 

Total Width is 24 Feet 

Cora Dutton Road Section Two 
Total Length is 0.80 miles = 11,264 Square Yards approximately 

Total Width is 24 Feet 

Cora Dutton Road Section Three 
Total Length is 2.0 miles = 28,160 Square Yards approximately 

Total Width is 24 Feet 

Tack Oil and Third Penetration Layer     
 ‐ 3/8 “  ‐ Third Layer 

    5.    Material Requirements 

3/8” Chips – Triple Coat State Specifications – Washed Chips application rate 15 
to 25 lbs. per Square Yard 

Chips must be moistened and free of dust 

All other provisions of Bid 15‐16‐008 Specifications apply. 

This Option is for the Third Penetration Layer only and will be awarded only if funding is available. 

 

Orlando Samora, Purchasing Agent 
April 13, 2016 

________________________________________ 
Please sign, date and return by email or fax to confirm receipt of Addendum #1 


